BRL-CAD
HOURGLASS
The creation of a 3D model of an hourglass took about 1.5 hours. The basic shapes used to create this model were Right Circular Cylinder (rcc), Sphere (sph), and Elliptical Torus (eto). The database Hourglass.g was created
The top and bottom bases of the hourglass were created using the rcc shape. Since both the bases are circular in shape and short, the height was reduced using set H. One of the bases was created while the other was cloned using Primitive Editor and Primitive Selection. The shapes were named as main1.s and main2.s.
The supports in the side of the hourglass were also created using the rcc shape. The commands set H and Scale were used to adjust the size of the supports. One of the supports was created while the other was cloned using Primitive Editor and Primitive Selection. The shapes were named as side1.s and side2.s.
After the creation of the bases and the supports, the glass was created. This was done using eto shape. The top part of the glass was created while the bottom part was cloned using Primitive Editor and Primitive Selection. The bottom part, after being cloned, was rotated 180 degrees around x-axis by selecting Rotate command and typing ‘p 180 0 0’ in the command window. The shapes, after creating, were adjusted using Scale and set C commands. The tips of both the shapes do not overlap in the centre. The shapes were named as glass1.s and glass2.s.
The sand was created using eto shapes. The same procedure which was followed for the creation of the glass was used here too. The sand in the bottom glass barely touches the floor while the sand in the top glass forms a funnel-type shape and its tip is just above the point of intersection of the glasses. The shapes were named as sand1.s and sand2.s.
[bookmark: _GoBack]The grains of sand falling from the top glass to the bottom glass were created using sph shape. One sphere was created and using Scale, its size was reduced. The sphere was cloned 10 times and each part was placed at different places between the sand in the top glass and the sand in the bottom glass. The shapes were named as sph1.s, sph2.s, sph3.s, sph4.s sph5.s, sph6.s, sph7.s, sph8.s, sph9.s, and sph10.s.
After the creation of all the parts of the hourglass, different regions were formed.
· main.r
· side.r
· glass.r
· sand.r
· grain.r
The regions were combined to form one top level combination Hourglass.c. Each region was given different properties and colours and then blasted before being Raytraced.
[image: C:\Users\Anushree\Desktop\Keerthana\Google Code-In\Hourglass final.png]
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OVERLAP1: /Hourglass.c/sand.r
OVERLAP2: /Hourglass.c/glass.r

OVERLAPa: dist=(109.233, 109.573) isol=sandl.s osol=glassl.s
OVERLAPb: depth 0.34042mm at (193.783, -48.7063, 217.813) x292
y427 1vid

OVERLAP1: /Hourglass.c/sand.r
OVERLAP2: /Hourglass.c/glass.r
OVERLAPa: dist=(109.463, 111.184) isol=sandl.s osol=glassl.s

OVERLAPb: depth 1.72071lmm at (193.499, -63.3369, 220.794) x287
y428 1via

OVERLAP1: /Hourglass.c/sand.r
OVERLAP2: /Hourglass.c/glass.r

OVERLAPa: dist=(111.39, 112.877) isol=sandl.s osol=glassl.s
OVERLAPb: depth 1.48690mm at (191.233, -75.2507, 223.19) %283 y
429 1vla

SHOT: 0.952 user + 0.952 sys in 1 elapsed secs (95.2%)
Additional #malloc=1179, #free=0, #realloc=11 (1179 retained
1233415 solid/ray intersections: 810077 hits + 423338 miss
pruned 65.7%: 94364 model RPP, 2635552 dups skipped, 695968 so
1lid RPR

Frame O0: 480930 pixels in 0.24 sec = 2020714.29 pix
els/sec

Frame O0: 675182 rays in 0.24 sec = 2836899.16 ray
s/sec (RTFM)

Frame O0: 675182 rays in 0.95 sec = 709224.79 ray
s/CPU_sec

Frame O0: 675182 rays in 1.00 sec = €75182.00 ray

s/sec (wallclock)

Raytrace complete.
mged> K.Keerthanal

cent=(0.000 2.211 -0.538) s2=2147.459 mm az=35.00 el=17.00 tw=-0.00 ang=(0.00 0.
64.91 fps
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